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Dear Client,  
 

Your tonearm  SIMPLICITY  is designed differently than  all other tonearms . If  

you follow this manual accurately  the most precise analogue playback is 

ensured . 

 

Take your time to assemble, install and adjust the SIMPLICITY. Please r e-

member to work carefully  and to follow the instruction manual step by 

step. Beware of using  high forces or hit s to this micromechanical unit.  

 

 

1) Unpacking SIMPLICITY  
 

Open the box and take out the following items  carefully:  

 

1.  Positioning device  

2.  Tools  

3.  Screws  

 

Place these items  well ordered on a piece of paper.  Then take away the 

top - layer of the packaging material.  

  

Tools  

Screws  

Positioning device  Top- layer  
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2) Content  

 

After taking away the top - layer you will see the following items in the 

packaging unit:  

 

1)  Tonearm: Main unit . Please handle with adequate care . 

 

2)  Base-plate: This item is to be installed on the turntable . 

 

3)  Headshell: The Simplicity is delivered with a separate  headshell for 

quick installation and changing of the cartridge . 

 

4)  Counter -weights: The Simplicity is delivered with three different 

counter -weights to balance a wide range of cartridges.  

 

5)  Connection -box: The connection -box is attached  to the internal wi r-

ing of the tonearm.  

 

6)  Tonearm - lift: The tonearm - lift is separated from the main unit  for 

transport reasons . 

 

7)  Sight -unit: This unique and ingenious tool enables you  to install the 

cartridge in an absolute  precise  position . 

 

8)  All the necessary hex key  wrenches  (0.9 / 1.3 / 2.0 / 2.5 )  are e n-

closed . They are used  for assemblage  as well as adjustment.  

 

  

2 Base -plate  

4 Counter -weights  

1 Tonearm  

5 Connection -box  

3 Headshell  

6 Tonearm - lift  

7 Sight -unit  

Hex -0.9 /1.3 / 2.0 / 2.5  
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3) Mounting  the tonearm - lift  
 

1)  Take the tonearm - lift out of  the packaging and disassemble the d e-

positing -bench using the hex key 1.3.  

 

2)  Take the t onearm , including  the connection -box , out of the packa g-

ing carefully. Make sure not to break any wire connected to the 

connection -box.  

 

3)  Insert the tonearm - lift into the tonearm as shown in figure  3 and 

reassemble the depositing -bench.  

 

4)  Move the tonearm - lift to the topmost position.  

 

5)  Lock the tonearm - lift using the hex  key 0.9. Make sure the  

tonearm - lift is in the correct  position as shown in figure  5.  

 

If you need to adjust the height or position later this can be done easily 

by losing the screw (Hex 0.9), and adjusting and tightening it again.  

 

Place the assembled unit carefully on a soft underlayment. Make the 

turntable ready for the installation as described in the next chapter.  

 

 

Tonearm  

Tonearm - lift  

Hex 0.9  

2 

1 

3 

4 
5 

Hex 1.3  
Depositing -bench  
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4) Installing the tonearm  

 

Make sure the turntable and the tonearm -base are manufactured according 

to our specifications. Please ask your dealer or visit our website  for any 

further information . Remember that a proper  installation of the tonearm is 

absolutely necessary for the perfect tracking of the SIMPLICITY.  

 

1)  Install the base -plate on the tonearm -base by using the three fitting 

screws.  Ti ghten the screws gently  so that the b ase - plate 

stays in position but still can be moved manually!  

 

2)  Carefully place the tonearm into the base -plate  and fix the conne c-

tion -box with two screws . Put the positioning -device on the spindle 

of the turntable and turn  it towards the shaft of the tonearm.  

 

3)  Move the base -plate until it fully fits into the profile of the positio n-

ing device . 

 

4)  Turn the positioning  device away from the tonearm. Make sure not 

to move the base-plate anymore. Fully tighten the three mounting 

screws now.  

Turntable  

Tonearm -base  

Base-plate  

Screws  1 

2 
3 


